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« SPECIFIC HAZARD NONE -

SECTION 1 NAME AND PRODUCT

Terry Heller
314-781-2105

CONTACT:

EMERGENCY PHONE NO:
APPROVED BY: Terry Heller

TITLE: Manager, Materiails R/D
DATE: August 15, 1987

MANUFACTURER S NAME:
MDORESS:

SUNNEN PRODUCTS COMPANY
7910 Manchester Ave.

St. Louis, Mo. 63143
United States of Americs

TRADE NAME, COMMON NAME OR SPECIFICATION: MAN-852-5 and MAN-852-55 HONING OIL

CHEMICAL FAMILY: ANINAL FATTY OIL AND SYNTHETIC FATTY ACID ESTER BLEND.

* CLASSIFICATION: NOT APPLICABLE

D.0.T. SHIPPING CLASS: NOT APPLICABLE
SECTION 2 HAZARDOUS INGREDIENTS/IDENTITY (PER 29 C.F.R. 1910.1200(qg))

COMON CHEMICAL NAME OF

“*CAS"NO . OSHA G © ACGIK; WL CARCINOGENIC
. NAME™ ) CCOMPONERTS Wi 2

R PEL O S S
mg./cU. m. mg./cu. m.  Range, ., ‘

WHEN EVALUATED IN 'ACCORDANCE WITH THE. PROVISIONS OF THE “FEDERAL HWAZARD
COMMUNICATION RULE 29 CFR 1910, 1200 MAN-852 WAS JUDGED TO BE NON-HAZARDOUS.

FOR'FURTHER SAFETY AND EEALTH INPORHATION REGARDING THE COMPOSITION OF THIS
mmm CONTACT SUNNEN PRODUCTS INDUSTRIAL SALES DEPARTMENT.

SEC'I’ION 3 PHYSICAL & CHEHICAL CHARACTERISTICS '

SPECIFIC GRAVITY (UATER=1)=---+-+~.95
PERCENT. VOLATILE 8Y WEIGHT-~-~----<1X

BOILING POINT-=---- asesenmncseceseb00 F (315°C)

VAPOR PRESSURE (mm Hg)-<~+=-==----<.imm g @68 F (20 C)

VAPOR OENSITY (Afrmt)e-s------- --<Heavier than airi "
TION RATE nq.ig\ble

SOLUBILITY IN WATER«-+=--=-==vcs2-Negligible. Hnterlal is completely soluble in common hydrocarbon or chlormated hydrocarbon
solvents such as mineral spirits or trichioroethane.
REACTIVITY IN WAYER«+sc----ac-- ~«-No hazardous reactions.
AND ODOR. ----Amber color {iquid with fatty odor.

SECTION 4 SPECTAL PRECAUTIONS HANDLING AND STORAGE: Store away from heat or flame. -Read and follow
container warnings. Refer to NSDS Section 7 & 8

SECTION 5 CORROSIVITY AND REACTIVITY DATA

STABILITY: Stable under normal conditions of transport and storage. POLYMERIZATION: Hazardous polymerization will not occur.
INCOMPATIBILITY (MATERIALS YO AVOID): Strong oxidation agents such as fuming nitric acid.

CONDITIONS TO BE AVOIDED: Oxidizing conditions. HAZARDOUS DECOMPOSITION PRODUCTS: Combustion will form Carbon monoxide.

£

SECTION 6 HEALTH, FIRST AID AND MEDICAL DATA

ACUTE AND CHRONIC HEALTH EFFECTS AND EFFECTS OF OVEREXPOSURE

PRIMARY ROUTE(S) OF ENTRY ARE: INHALATION AND SKIN ABSORPTION.

Abbreviations used in the foliowing section: SKIN=Skin absorption. EYE=Eye contact. INHAL=zInhalation INGEST=Ingestion.

FATTY OIL: ACUTE: SKIN: Prolonged repeated skin contact can csuse skin irritation or oil acne, inflammation and

bi ds due to h | blockage of the pores. Predisposing factors: Ususily individusls with sengitive skin or large
smounts of body hair. Material is not sterile and may infect open cuts or sores, EYE: May irritate the eyes. INGEST: Loose bowel
movements. Acute oral toxicity: LD 50>5 gm./kg. (rats). [KHAL: Not established, Suggest ACGIH Limits for vegetable oil mists of
S mg/cu m. be observed. Symptoms of overexposure include coughing, sore throat, headache, chest pain and difficult breathing.
predisposing factors: Individuals with pre-existing respiratory impairments (such as emphyzema) cen display increased sensitivity
to oil mists or vepors. CHRONIC: sxin: NAIF. EYE: NAIF. INHAL: NAIF. INGEST: NAIF.

FMERGENCY FIRST AID

INHALATION: Remove from further exposure. 1f unconsciousness occurs, seek immediate medical assistance and cail

a physician. 1f breathing has stopped, begin mouth to mouth resuscitation. EYE CONTACT: Remove contact lenses
(it wearing) and flush eyes with water for 15 minutes. Seek medical attention to check for possible irritation.

SKIN CONTACT: vash contact areas with mild non-abrasive sosp and weter. INGESTIONZ Do not induce vomiting.
call physician or poison control center immediately.

SECTION 7 HANDLING, STORAGE AND USE PROCEDURES

NORMAL STORAGE AND. HANDLING: Store away from heat or flame as the material will expand if overheated and possibly rupture the

container spilling the contents. The spilled material will create a slip hazard and will burn if ignited.

1f stored outdoors, store so as to shed water to prevent rusting of drums and spilling contents. Plastic

containers are brittte if frozen and may split and leak if handled roughly. Spilled material creates a

fall/slip hazard. Since emptied containers retain material residue, follow label: warnings even after

container is emptied and do not reuse container for other purposes. Do not cut, braze, weld, solder, pressurize
or introduce ignition sources in or around container. Do not transfer to mt-beled containers. For industrial

use only. Material should be heated to 100 F and mixed prior to transfer cf coments if product separates as a

result of cold storage (T<50 F). Vent container if heating. Use drum heater for drun Pails may be immersed

in_hot water to warm contents. Use personal protection equipment and precautions as specified in Section 8.

Materinl is for use.in Honing Machines only. Material may be mixed with other Sunnen Honing Oils only. Clesn

material from parts using alkaline clesner. Potlution by sny amount of water or alkllim materisl will lead to

the formation of soaps that clog the Honing Machine oil filter.

STEPS TO BE TAKEN IN CASE OF LEAKS OR SPILLS: Contain and absorb on fire-retardant treated sawdust, dutmcews earth or other
suitable absorbant. Notify Coast Guard if spill coutd reach any waterways (1-800-424-8802) and also local/state
authorities. Spilled material is greasy and produces a slip/fall hazard.

WASTE DISPOSAL METHOD: Dispose of in accordance with applicable federal, state and local laws, regulations, rules, orders and
ordinances.

NORMAL USE:

SECTION 8 PERSONAL PROTECTION INFORMATION
RESPIRATORY PROTECTION: If use conditions give rise to mist levels >5 mg/cu m or if ‘bperator experiences any respiratory
irritation use NIOSH approved respirator rated for use with mineral or vegetable oil mist.
LOCAL: Normal ventilation.
MECHANICAL: Required if use conditions give rise to mist levels greater than 5 mg/cu m or if operator experiences
any respiratory or eye irritation.
1f preferred or if sensitivity to material has been demonstrated use gloves rated for animal or
vegetable oil.
Glasses or goggles to prevent inadvertent splashing of meterial into eyes. Always wear safety
glasses while working around or operating mechinery.
Apron or barrier cream if desired. Do not wear oil-soaked ciothing as it may cause skin irritation or
oil acne.
MEASURES. TO BE TAKEN DURING REPAIR AND MAINTENANCE OF CONTAMINATED EQUIPMENT THAT HAS BEEN IN CONTACT WITH THIS MATERIAL:
Same s for petroteum lub oil. Remove traces of material if sotdering, welding, brazing, cutting
or other process involving ignition sources by cleaning with caustic cleaners.

VENTILATION

PROTECTIVE GLOVES:

EYE PROTECTION:

OTHER PROTECTION:
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SECTION 9 FIRE AND EXPLOSION HAZARD DATA

FLASH POINT-=<==-~- 410 F (210 C) ASTM D-92

FLAMMABLE LINITS IN AIR: Unknown.

EXTINGUISHING MEDIA: Carbon dioxide, foam, dry chemical and water fog.

SPECIAL FIRE FIGHTING PROCEDURES: None

AUTO- IGNITION TEMPERATURE: NAIF

UNUSUAL FIRE AND EXPLOSION IMZ‘ARDS: Combustion wiil produce oxides of Carbon. Seated containers may leak, burst or explode,
releasing contents and spresding fire, if exposed to extreme heat,

NOTICE

THIS MATERTAL SAFETY DATA SHEET ("MSDS") IS SUPPLIED PURSUANT TO THE
OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION’S. HAZARD COMMUNICATION RULE
(THE "RULE"™), 29 CFR 1910.1200. THIS MSDS IS BEING FURNISHED TO THE
IMMEDIATE PURCHASER OF THE MATERIAL TO WHICH IT REFERS WITHOUT REPRESENTATION
OR WARRANTY AS TO THE COMPLETENESS OR ACCURACY OF ANY INFORMATION OR
RECOMMERDATIONS CONTAINED HEREIN.

THIS MSDS IS OFFERED SOLELY TO COMPLY WITH THE RULE AND IS NOT INTENDED
TO CREATE ANY LIABILITY OF ANY KIND ON THE PART OF SUNNEN PRODUCTS COMPANY
("SUNNEN"). IN NO EVENT WILL SUNNEN BE RESPONSIBLE FOR ANY DEATH, INJURY
OR DAMAGE OF ANY NATURE WHATSOEVER RESULTING FROM THE USE OF, RELIANCE UPON,
OR MISUSE OF THE MSDS. NO REPRESENTATIONS OR WARRANTIES, WHETHER EXPRESSED

k OR IMPLIED, OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, OR ANY

OTHER NATURE, ARE MADE HEREUNDER. THIS MSDS IS NOT INTENDED AS A
RECOMMENDATION FOR USES WHICH INFRINGE VALID PATENTS OR EXTEND LICENSES UNDER
VALID PATENTS. )

THIS MSDS IS FURNISHED UPON THE EXPRESS CONDITION THAT ALL PERSONS
RECEIVING IT WILL MAKE THEIR OWN DETERMINATION AS TO ITS SUITABILITY FOR THEIR
PURPOSED PRIOR TO USE. RESPONSIBILITY FOR COMPLIANCE WITH APPLICABLE
FEDERAL, STATE OR LOCAL REGULATIONS CONCERNING DISSEMINATION OF THE MSDS AND
SALE AND USE OF THE MATERIAL TO WHICH IT REFERS RESTS SOLELY UPON THE

PURCHASER.
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